. : . | LEAKAGE | UsuAL LINE

NUMBER ' | DISTANCE | VOLTAGE

UST - 11G 1 | 5711 | — [wows| e [414e 14 25KV 100 6
US7 - 12G 1 | stz | — [iws[6ve[s1e 22 35KV 100 3
US7—13G 1 | 573 | — [15347 [6 127|514 29 45KV 200 3
UST - 14G 1 | s71a | — [ 190 | 7 [s102v 10 55 KV 200 3
UST - 15G 1 | 5705 | — [215m7 7120|5127 45 66 kV 200 3
vaer -256 | 2 | — |1wo7e 13120 6 [a1a 14 25kV 100 3
vhHet-356 | 2 | — [137s 16127 |6 18 |5 1 22 35KV 100 3
vHer-456 [ 2 | — (w127 [wowus [s120 s 14 29 45KV 200 3
UHCT-55G6 | 2 | — [193a 22380 70 |s127 10 55KV 200 2
vHCT-666 | 2 | — |278 251277127 6 45 66 kV 200 >

THE ABOVE CLAMP TOP INSULATORS ARE OFFERED IN A “SKY GRAY" GLAZE. FOR BROWN COLOR, CHANGE THE
SUFFIX "G" TO A "B". EACH OF THE ABOVE HAS A CANTILEVER STRENGTH OF 2800 POUNDS.
MOUNTING BASES FOR FIGURE NUMBER 2 ARE AVAILABLE UPON REQUEST.
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